Detalle tapa
superior

Ejemplos aplicacion.
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link 644 A3
w 250 x h 1400 xd 100 (200:400)mm
w 9,84 xh 55,12 x d 3,94 (7,87x15,75)"

link 645

w 250 xh 1500 xd 100mm
w 9,84 xh 59,06 xd 3,94

link 655

w 250 x h 2000 x d 100mm
w 9,84 xh 78,74 xd 3,94

link 685 link 695
w 250 x h 2500 x d 100mm w 250 x h 3000 x d 100mm
w 9,84 % h 98,43 xd 3,94' w9,84xh 118,11 xd 3,94'

vislum

Totem standard
Dimensiones disponibles

Aluminio anodizado natural.
Personalizable con vinilos.
Con pletina interior para anclaje al suelo.
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link 263
w 1500 x h 100 xd 46,6mm
w5906xh394xd1,83

link 273
w 2000 x h 100 xd 46,6mm
w7874xh394xd1,83

link 283
w 2500 x h 100 x d 46,6mm
w9843xh394xd1,83

link 293
w 3000 x h 100 xd 46 6mm
w 118,11 xh 3,94 xd 1,83"

&

link 463
w 1500 xh 150 xd 100mm
w53 06xh591xd394

link 473
w 2000 xh 150 xd 100mm
w78 74xh591xd394

link 483
w 2500 xh 150 xd 100mm
wOBA3xh591xd394

link 493
w 3000 x h 150 xd 100mm
w 118,11 xh 591 xd 3,94"

link 663
w 1500 x h 250 xd 100mm
wb58,06xh984xd3 94"

link 673
w 2000 xh 250 xd 100mm
wi78,74xh984xd39"

link 683
w 2500 xh 250 xd 100mm
w843 xh084xd3,94"

link 693
w 3000 xh 250 xd 100mm
wil1811xh 984 xd 3,94

LED
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link 463 C6
w 1500 xh 150 xd 100 (1150x110)mm
w 59,06 x h591xd3,94(45,28x4,33)

link 473 C7
w 2000 xh 150 xd 100 (1450x110)mm
w 78,74xh591xd394 (57,094 33)

link 483 C8
w 2500 xh 150 xd 100 (2050x110)mm
w9843xh591xd3,.94(80,71x433)

link 493 C9
w 3000 xh 150 xd 100 (2350x110)mm
w 118,11 xh 591 xd 3,94 (92,52x4,33)"

link 663 C6
w 1500 x h 250 x d 100 (1150x200)mm
w 59,06 xh 9,84 xd 3,94 (45,28x7,87)'

link 673 C7
w2000 xh 250 x d 100 (1450:200)mm
w 78,74 xh 9,84 xd 3,94 (57,09x7,87)"

link 683 C8
w 2500 x h 250 x d 100 (2050x200)mm
w9843 xh 9,84 xd 3,94 (80,71x7,87)

link 893 C9
w3000 x h 250 x d 100 (2350:200)mm
w 118,11 xh 9,84 xd 3,94 (92 527 87)

Ro6tulos suspendidos
Dimensiones disponibles

Sistema sefializacion LINK - 2023
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link 111
w100 xh 100 xd 23.3mm
w39 xh394xd092"

link 121
w150 xh 100 xd233mm
w591 xh394xd092"

link 131
w2A0 x h 100 xd 23 3mm
w945 xh 394 xd 092

link 141
wa40 x h 100 xd 23,3mm
w17,32xh 3,94 xd 0,92

link 111 B1
w100 xh 100 xd 23,3 (60x60imm
w 3,94 xh 394 xd 092 (2,36x2,36)

link 121 B1
w150 x h 100 xd 23,3 (60x60)mm
w591 xh 394 xd 092 (2,36:2,36)

link 131 B2
w240 x h 100 xd 23,3 (200x60)mm
w345 xh 394 xd 0,92 (7,87x2,36)

link 141 B3
w40 x h 100 xd 23,3 (400x60)mm
w17,32xh 3,94xd 0,92 (15,75x2,36)"

link 128 B1
w150 x h 100 xd 23,3 (60x60)mm
w591 xh 394 xd 0,92 (2,36x2,36)

) link 412
w 150 xh 150 x d 100mm
. w591 xh 591 xd 3,94°

[ link 422
w 240 xh 150 x d 100mm
L J w945xh591 xd 3,94

link 612
w 250 xh 250 x d 100mm
S w 9,84 xh 9,84 xd 3,94

link 632
w 450 xh 250 x d 100mm
o w17, 72xh984xd 394"

F ] link 412 C1
w 150 xh 150 = d 100 (110x110)mm
w 5,91 xh 591 xd 3,94 (4,33x4,33)"

link 422 C1
w240 xh 150 % d 100 (110x1100mm
L)  w945xh5091 xd 3,04 (4,33x4,33)"
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link 6812 C1
w 250 xh 250 x d 100 (200x200)mm

- w 9,84 xh 9,84 xd 3,94 (7,87x7,87)

link 632 C1
w450 xh 250 % d 100 (200x2000mm

— w 17,72 xh 984 xd 3,94 (7 87x7 87)

LED

Ro6tulos murales y proyectados

Dimensiones disponibles

vislum



thermolaguage noir: (RAL 9005)
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link 635 PV
w 250 x h 1000 xd 100mm
w 8,84 xh 39,37 xd 3,04"

link 685 PV link 655 PV link 644 PV
w 250 xh 2500 x d 100mm w 250 x h 2000 x d 100mm w 250 x h 1400 xd 100mm
w9 84xh9843xd 394 wO984xh 7874 xd3,n w 9,84 xh 55,12 xd 3,9"

Totems solares
Dimensiones disponibles

Totem con placa fotovoltaica sobre vidrio templado.

Bateria impermeable interior.

Panel metacrilato retoiluminado LED, personalizable

vinilo.
Con pletina interior para anclaje al suelo.
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